
Retain the period look of the property -  The Edwardian sash windows 
above have vertical sliding secondary units fitted to the inside of the windows. 
You can see how discreet the units are in the sitting room shown inside.

Secondary 
Double Glazing



Secondary Double Glazing 
The ideal solution for period and listed properties where you 
wish to retain the original period features. Secondary double 
glazing is also ideal for offices and public buildings where you 
need to reduce noise pollution. 

Secondary glazing has stood the test  
of time and remains one of the best forms of 
insulation for homes, offices, public and  
private sector buildings against heat loss, 
draughts and noise intrusion. 

- Up to 45dB reduction in sound through 
your windows depending on glass choice 

- Draught free 

- Low E glass available to help reduce  
heat loss 

- Reduced energy consumption in  
winter and summer 

- Keeps cool air in when using  
air conditioning 

- Fly screens to keep insects out 

- Easy installation with no mess. Fixes to  
interior of existing windows. 

- Designed to match existing window layout 

- Horizontal, vertical sliding, fixed, hinged or 
lift out panels 

- Manufactured from extruded aluminium 
and powder coated in white, brown or 
bespoke RAL finish 

- Can be glazed with 4 or 6mm float, 6.4mm 
laminated or toughened glass

For an economical trouble free alternative 
to PVCu windows give the Secondary 
Double Glazing team a call on 

01206 216001



Matches the existing  
window layout 
Horizontal sliding units designed to match the 
existing window layout to make the units as 
unobtrusive as possible.

Retain the period look of  
your property 
Vertical sliding units designed to match the  
existing window layout to make the units as 
unobtrusive as possible. These units are 
installed in the property on the front cover.

Hinged 
& Fixed Units 
Versatile, efficient 
and inexpensive 
units which can be 
top hung. Usually 
fixed to existing 
wooden window 
frames.

Vertical 
Sliding Units 
Designed to fit 
existing vertical 
sliding windows or 
to give convenient 
access to top hung 
casement sashes. 
Also available in 
guillotine or counter 
balanced systems.

Lift Out Units 
An alterative to 
screw fixed units for 
windows which are 
not normally 
opened but to 
which easy access is 
required. Available 
with 'Face Fixed' or 
'Reverse Fixed' 
outer frames.

Horizontal Sliding Units 
Stylishly designed to blend with unobtrusive elegance to most existing 
windows, with alternative types of track to suit differing situations.  
Efficient double sealing easy sliding panels (which can be locked closed 
for maximum security). Designed to match existing window layout.



Noise Reduction 
 
Sound doesn't have  
to be complicated 
How does sound travel? Sound travels  
through the air like ripples on a pond surface. 
The sound radiates outwards in all directions 
from the source, gradually reducing in  
intensity or until an object stops its progress. 
 
Sound (dB Decibels) 
Sound is described in different ways but  
primarily in terms of intensity and frequency. 
The sound intensity is described in dB.   
A low dB indicates a soft sound; a high dB 
value indicates a loud sound. Frequency  
describes how high or low pitched the  
sound is (Hz). 
 
Sound Reduction 
A sound’s volume at 60dB decreased by… 
- 3dB is just perceptible 
- 5dB clearly noticeable 
- 10dB half the original volume 
 
Recommended Indoor Ambient Noise 
Levels In Dwellings:  
Bedrooms 30-35dB, Living rooms 30-40dB 
 
Test results carried out at BRE 
At the Building Research Establishment in 
Watford, a primary window with 4mm glass 
was tested with our secondary glazing 
installed behind and achieved the following 
results. 
 
The Existing Window Achieved a  
Reduction of 26 dB 
With secondary glazing installed with a 
100mm air gap between the two, the  
following results were achieved: 
 
4mm Glass 39 dB Estimated 65% 
6mm Glass 39 dB reduction in 65% 
Laminated 40 dB sound through 70% 
Acoustic Glass 45 dB the window 75%

All sections are designed to blend in  
with the existing windows and are  
manufactured from extruded aluminium to 
BS 1474 and finished in silver, white or 
brown (other colours subject to order). 

Each unit can be fitted with 4mm or  
6mm float glass, toughened, 6.4mm  
laminated glass or 6.4mm acoustic  
laminated glass. 

Technical Specification 
Material: Metal sections are manufactured 
from 6063T6 extruded aluminium to 
BS1474.  

Finish 
Sections are finished silver anodised M10, 
white powder coated - LA098E,  
Van Dyke brown powder coated to 
BS6496, produced in a factory controlled 
by 1S09002. 

 

Weatherseal 
Sealed with twin polypropylene - products 
tested to draft standards windows with 
seal tested for performance to BS6375 
and BS5358. 

Glazing 
Can be in 4mm or 6mm.

Glass & Glazing Products 

available from: 

Colchester | 01206 216001 

Ipswich | 01473 217454 

Sudbury | 01787 372241 

Bury St Edmunds | 01284 762401 

 

CONNECT WITH US 

www.kentblaxill.co.uk 

email: glass@kentblaxill.co.uk 

 @KentBlaxill | /KentBlaxill


